
ANVÄNDNING:

En mycket lätt och smidig vacuumslang för utsugning av 
damm, sand, spån, pulver och andra typer av slitande materi-
al. Rekommenderas när kravet på en mycket fl exibel vacuum-
slang är stort och man inte vill göra avkall på kvaliteten.

TEKNISK BESKRIVNING:

Svart mycket slitstarkt innergummi. Stålspiral-inlägg av syntet-
tråd och ett svart korrugerat, slitstarkt vävmönstrat yttergummi. 
Ingen märkning och inga spiralfria muffar. 

ÖVRIGT:

Vi förbehåller oss rätten till produktförändringar utan separat 
information.
Alla data gäller vid + 20° C

APPLICATION:

A very easy and smooth vacuum hose for impoverishing of 
dust, sand, chip and other types of wearing material. This 
hose is recommended when the demand of a very fl exible 
vaccum hose is needed and you don’t want to resign the 
quality. 

TECHNICAL FEATURES:

Inside black durable rubber. Steel wire reinforcement of 
synthetic thread and a outside a black corrugated, dura-
ble, weave pattern rubber. No marking and no helix free 
socket. 

OTHERS:

The technical specifi cation may change without further 
notice.
All data is valid at + 20° C
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SÄKERHET: SAFETY:
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ARBETSTEMPERATUR:

- 30° till + 70° C. 

WORKING TEMPERATURE:

- 30° to + 70° C. 



ekonil ab
DEPÅGATAN 111  SE-254 64 HELSINGBORG, SWEDEN

TELEFON 042 - 16 95 00      TELEFAX 042 - 16 44 15 
PHONE + 46 42 16 95 00    TELEFAX +46 42 16 44 15

www.ekonil.se    info@ekonil.se    www.beijertech.se

PRODUKTGRUPP:

Sanering- och städslang

PRODUKTNAMN:

Ekovac

PRODUCT GROUP:

Dust cleaning hose

PRODUCT NAME:

Ekovac

SÄKERHETSFAKTOR: SAFETY FACTOR:

TILLGÄNGLIGHET / AVAILABILITY:

OO = Normalt på lager / From stock      = Normalt på lager / From stock     OO = Kontakta EKONIL / Contact EKONIL = Kontakta EKONIL / Contact EKONIL

EXTRA: EXTRA:
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ARTIKELNR.
ARTICLE NUMBER

DIMENSION
DIMENSION
MM

VIKT/M
WEIGHT/M
GRAM

VAKUUM
VACUUM
MMVP

LÄNGD
LENGTH
M

1404.038.030 38 530 5000 30 OO

1404.050.030 51 650 5000 30 OO

1404.060.030 60 771 5000 30 OO


